
CERVIFLEX REEL NSHTOEU 0,6/1 kV
Reeling cables

Construction
Conductor Flexible tinned copper wires

Class V acc. to EN-60228

Insulation EPR Rubber (Type 3GI3)

Identification: HD 308 S2. See attached table.

General assembly Insulated conductors laid up together in concentric layers

Inner sheath Rubber (Type GM1b)

Strength members Anti-torsion braid (polyester)

Outer sheath CR Rubber (Type 5GM3)

Colour: Black

Technical characteristics
Operating voltage 600/1000V

Test Voltage 3 kV

Operating Tª Fixed installation: -40°C / +80°C

Moving installation: -20°C / +80°C

Maximum conductor tª: 90°C

Min. bending radius See attached table

Max. reeling speed 120 m/min

Torsion ± 25°C/m

Application
Flexible cable with textile reinforcement integrated in the outer sheath as a protection against high mechanical stress,

designed for cable reels with speeds up to 120 m / min. in cranes, elevators, etc. The cables are suitable for installation in dry,

damp and wet locations, as well as outdoors.

Standards / Properties
Ref. for construction/drawing VDE 0250 parte 814

Flame Retardant VDE 0482-332-1-2 / IEC 60332-1-2

Other characteristics Oil resistant

Resistant to acids, lyes and oils

UV resistant
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CERVIFLEX REEL NSHTOEU 0,6/1 kV
Reeling cables

Data

Code NxS (mm2) Ø (mm) Weight (kg/km) R at 20°C (Ohm/Km) I max (A), 30°C TL Inst (N)

27708400 3G1.5 13.6 213 13.7 18 67

27713300 4G1.5 14.4 275 13.7 18 90

27716200 5G1.5 15.4 317 13.7 18 72

27719600 7G1.5 18.8 414 13.7 18 157

27726100 12G1.5 22.9 650 13.7 18 270

27729800 18G1.5 25.2 743 13.7 18 405

27733300 24G1.5 29.4 1024 13.7 18 540

27736900 30G1.5 32.7 1327 13.7 18 675

27743200 42G1.5 35.3 1560 13.7 18 945

27708600 3G2.5 14.8 300 8.21 26 112

27713500 4G2.5 17.2 415 8.21 26 150

27716300 5G2.5 18.2 464 8.21 26 187

27719700 7G2.5 20.8 575 8.21 26 262

27726200 12G2.5 28.2 904 8.21 26 450

27729900 18G2.5 29.2 1230 8.21 26 675

27733400 24G2.5 34.3 1583 8.21 26 900

27737000 30G2.5 38.5 1841 8.21 26 1125

36G2.5 35 1800 8.21 26 1350

27742900 50G2.5 47.7 3050 8.21 26 1875

27713700 4G4 18.8 530 5.09 34 240

27713800 4G6 20.2 684 3.39 44 360

27713900 4G10 24.4 1017 1.95 61 600

27713904 4G10 Yellow 24.4 1017 1.95 61 600

27714000 4G16 27.9 1370 1.24 82 960

27714100 4G25 34.9 1985 0.795 108 1500

27714200 4G35 37.5 2605 0.565 135 2100

27714300 4G50 44.2 3593 0.393 168 3000

27714400 4G70 48.6 4950 0.277 207 4200

27714500 4G95 55.4 6490 0.21 250 5700

27714800 4G120 62 8600 0.164 292 7200

27714900 4G150 67.6 9090 0.132 335 9000

27711600 4G185 73.2 9730 0.108 382 11100

27716400 5G4 20.1 630 5.09 34 300

27716500 5G6 22.7 790 3.39 44 450

27716600 5G10 26.3 1200 1.92 61 750

27716700 5G16 30.1 1700 1.24 82 1200

27716800 5G25 38 2450 0.795 108 1875

27716900 5G35 43.5 3235 0.565 135 2625

27717100 5G70 50.9 5480 0.277 207 5250

27718700 5G95 58.4 7140 0.21 250 7125

Legend

Code Cervi codification

NxS (mm2) Number of conductors x Section (mm2)

Ø (mm) Aprox. outer diameter (mm)

Weight (kg/km) Approximate cable weight (kg/km)
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CERVIFLEX REEL NSHTOEU 0,6/1 kV
Reeling cables

R at 20°C (Ohm/Km) Conductor resistance at 20ºC (Ohm/km)

TL Inst (N) Maximum installation tensile load

Bending radius

Instalación Code Code Ft (N) >20mm

Free movement 3D 3D 4D 4D

Reeling operation 5D 5D 5D 6D

Festoon 3D 4D 5D 5D

Drag chain 4D 4D 5D 5D

Multi roller 7,5D 7,5D 7,5D 7,5D

Colour table

N° Conductores Color aislamiento

2x Blue, Brown

3x Brown, Black, Grey

3G Blue, Brown, Yellow/Green

4x Blue, Brown, Black, Grey

4G Brown, Black, Grey, Yellow/Green

5G Blue, Brown, Black, Grey, Yellow/Green

> 5  (G) Black numbered + Yellow/Green

> 5  (x) Black numbered
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