
CERVIFLAM MARINE XZ1-K (AS+) 0,6/1kV
Ship cables

Construction
Conductor Flexible bare copper wires

Class V Acc. to UNE-EN 60228

Insulation Mica tape + HF XLPE-90°C (IEC 60092-360)

Identification: See attached table

Assembly Insulated conductors laid up together in concentric layers

Outer sheath Halogen-free compound SHF1 (IEC 60092-360)

Colour: Orange

Technical characteristics
Operating voltage 600/1000V

Operating Tª (conductor) Operation: -40°C +90°C

During installation: -15°C

Short-circuit: 250°C (5s Max.)

Min. bending radius Outer diameter up to 25mm: 4xD

Outer diameter > 25mm: 6xD

Application
Flexible power and control cable for fixed installations in ships and offshore units. Especially recommended when a good fire

performance is required and the integrity of the circuit must be guarantee in case of fire

Standards / Properties
Ref. standard for drawing IEC 60092-353

Flame Retardant IEC 60332-1-2

Fire Retardant IEC 60332-3-22(Category A)

Halogen free IEC 60754-1

Low corrosivity IEC 60754-2

(pH >= 4,3 ; conductivity =< 10µS/mm)

Low smoke emission IEC 61034 (Transmittance >60%)

Fire resistant IEC 60331-21 (Diameter up to 20mm)

IEC 60331-1 (Diameter > 20mm)
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CERVIFLAM MARINE XZ1-K (AS+) 0,6/1kV
Ship cables

Data

Code NxS (mm2) Ø (mm) Weight (kg/km) I (A), 45°C R at 20°C (Ohm/Km)

39101500 1x2.5 5.9 515 25 7.98

39101600 1x4 6.4 68 35 4.95

39101700 1x6 7 89 46 3.3

39101800 1x10 7.9 133 64 1.91

39101900 1x16 9.1 195 88 1.21

39102000 1x25 10.9 290 117 0.78

39102100 1x35 12.2 393 147 0.554

39102200 1x50 13.9 540 180 0.386

39102300 1x70 15.8 741 233 0.272

39102400 1x95 17.9 969 285 0.206

39102500 1x120 19.5 1212 333 0.161

39102600 1x150 21.8 1504 386 0.129

39102700 1x185 24.4 1828 444 0.106

39102800 1x240 27.4 2379 528 0.0801

39102900 1x300 30.1 2981 612 0.0641

39105500 2x1.5 9.2 121 23 13.3

39105700 2x2.5 10.1 154 31 7.98

39105800 2x4 11.4 209 43 4.95

39105900 2x6 12.4 266 55 3.3

39106000 2x10 14.5 395 75 1.91

39106100 2x16 16.1 542 100 1.21

39108400 3x1.5 10 140 23 13.3

39108600 3x2.5 11 186 31 7.98

39108800 3x4 12.2 247 43 4.95

39108900 3x6 13.3 321 55 3.3

39109000 3x10 15.7 489 75 1.91

39109100 3x16 17.9 701 87 1.21

39109200 3x25 22.3 1097 110 0.78

39109300 3x35 25.3 1470 137 0.554

39109400 3x50 28.9 2013 167 0.386

39109500 3x70 31.6 2677 214 0.272

39109600 3x95 37.7 3575 259 0.206

39109700 3x120 41.5 4480 301 0.161

39109800 3x150 46.4 5566 347 0.129

39109900 3x185 52 6806 397 0.106

39110000 3x240 58.4 8813 468 0.0801

39113300 4x1.5 11.1 170 20 13.3

39113500 4x2.5 12 221 28 7.98

39113700 4x4 13.3 298 37 4.95

39113800 4x6 14.9 400 47 3.3

39113900 4x10 17.4 609 65 1.91

39114000 4x16 20.1 883 87 1.21

39114100 4x25 25.1 1379 110 0.78

39114200 4x35 27.3 1820 137 0.554
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CERVIFLAM MARINE XZ1-K (AS+) 0,6/1kV
Ship cables

Code NxS (mm2) Ø (mm) Weight (kg/km) I (A), 45°C R at 20°C (Ohm/Km)

39114300 4x50 32.7 2558 167 0.386

39114400 4x70 37 3467 217 0.272

39114500 4x95 42 4524 259 0.206

39114800 4x120 46.2 5675 301 0.161

39114900 4x150 51.6 7083 347 0.129

39111600 4x185 57.9 8654 397 0.106

39111700 4x240 65.1 11243 468 0.0801

39116200 5x1.5 12 199 20 13.3

39116300 5x2.5 13.2 264 28 7.98

39116400 5x4 14.9 364 37 4.95

39116500 5x6 16.6 490 47 3.3

39116600 5x10 19.3 747 65 1.91

39116700 5x16 22.4 1088 87 1.21

39116800 5x25 27.5 1683 110 0.78

39116900 5x35 30.7 2250 137 0.554

39117000 5x50 36.1 3137 167 0.386

39119600 7x1.5 12.9 240 11 13.3

39119700 7x2.5 14.7 334 15 7.98

39123700 10x1.5 15.6 337 10 13.3

39126100 12x1.5 16.6 395 9 13.3

39126200 12x2.5 19.5 561 12.5 7.98

39127400 14x1.5 17.8 394 8.5 13.3

39128600 16x1.5 19.2 454 8 13.3

39130100 19x1.5 20 514 7.5 13.3

39130200 19x2.5 23 730 11 7.98

39133300 24x1.5 22.7 640 7 13.3

39135700 27x1.5 24 709 6.5 13.3

39135800 27x2.5 27.8 1023 7 7.98

Leyenda

Code Cervi codification

NxS (mm2) Number of conductors x Section (mm2)

Ø (mm) Aprox. outer diameter (mm)

Weight (kg/km) Approximate cable weight (kg/km)

I (A), 45°C Intensidad máxima admisible (A), al aire (45°C)

R at 20°C (Ohm/Km) Conductor resistance at 20ºC (Ohm/km)

Colour Table

N° conductors Insulation Colour

1x Natural

2x Blue, Brown

3x Brown, Black, Grey

4x Blue, Brown, Black, Grey

5x White numbered
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CERVIFLAM MARINE XZ1-K (AS+) 0,6/1kV
Ship cables

N° conductors Insulation Colour

>5 White numbered
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