
CERVIFLAM Z1C4Z1-K (AS) 0,6/1kV CPR
Screened power and control cables

Construction
Conductor Flexible bare copper wires

Class V Acc. to UNE-EN 60228

Insulation Halogen free compound

Identification: HD 308 S2 (See attached table)

Assembly Insulated conductors laid-up together in concentric layers

Screen Bare copper wire braid

Coverage: 60% aprox.

Outer sheath Halogen free compound

Colour: Green

(Other colours under request)

Technical characteristics
Operating voltage 600/1000 V

Test Voltage 3500 V

Operating Tª Fixed installation: -15°C to +70°C

During installation: 0°C Min.

Short-circuit (Max. 5 seg): 160°C

Min. bending radius 8xD

Application
Flexible shielded power and control cable for fixed installations in industrial processes or buildings. Especially recommended

when good electromagnetic protection and good cable fire performance is required.

* CPR:

Cable suitable for installation under the requirements of CPR (Construction Product Regulation (EU) No. 305/2011) according

to the classification (Euroclass) specified in this document.

Standards / Properties
Ref. standard for drawing Special design, based on UNE 21123 and IEC 60502-1

CPR Classification (Euroclass) Cca-s1b,d1,a1

(According to UNE-EN 50575)

.

Flame Retardant UNE-EN 60332-1 (IEC 60332-1)

Fire Retardant UNE-EN 60332-3 (IEC 60332-3)

Halogen free UNE-EN 60754-1 (IEC 60754-1)

Low corrosivity UNE-EN 60754-2 (IEC 60754-2)

(pH >= 4,3 ; conductivity =< 10µS/mm)

Low smoke emission UNE-EN 61034 (IEC 61034)

Page 1 of 3 Code: Realized: Approved:441
Family: 441

IT1F1 Cervi reserves the right to modify the document without prior notice.
The shown image is illustrative and may not necessarily be a faithful reproduction of the cable design.

Revision: 0
Date: 26/06/2017



CERVIFLAM Z1C4Z1-K (AS) 0,6/1kV CPR
Screened power and control cables

Constructive data

Code NxS (mm2) Ø (mm) Weight (kg/km) R at 20°C (Ohm/Km)

44105505 2x1.5 9.4 108 13.3

44108405 3G1.5 9.9 135 13.3

44113305 4G1.5 10.7 167 13.3

44116205 5G1.5 11.5 191 13.3

44118105 6G1.5 12.5 222 13.3

44119605 7G1.5 11.9 250 13.3

44121405 8G1.5 13.8 291 13.3

44123705 10G1.5 15.5 336 13.3

44126105 12G1.5 16 387 13.3

44127405 14G1.5 16.8 442 13.3

44128605 16G1.5 17.6 495 13.3

44129805 18G1.5 18.6 546 13.3

44130105 19G1.5 18.6 569 13.3

44131005 20G1.5 19.6 598 13.3

44133305 24G1.5 21.6 709 13.3

44136905 30G1.5 22.9 863 13.3

44140505 40G1.5 25.7 1128 13.3

44142805 50G1.5 28.8 1377 13.3

44105705 2x2.5 10.3 136 7.98

44108605 3G2.5 10.9 176 7.98

44113505 4G2.5 11.8 216 7.98

44116305 5G2.5 12.8 260 7.98

44118305 6G2.5 13.8 303 7.98

44119705 7G2.5 13.8 337 7.98

44121505 8G2.5 15.4 397 7.98

44123805 10G2.5 17.3 459 7.98

44126205 12G2.5 17.9 533 7.98

44127505 14G2.5 18.7 607 7.98

44128705 16G2.5 19.8 685 7.98

44129905 18G2.5 20.8 762 7.98

44131105 20G2.5 22 837 7.98

44133405 24G2.5 24.3 968 7.98

44137005 30G2.5 25.7 1200 7.98

44139405 37G2.5 28 1467 7.98

44105805 2x4 12.1 194 4.95

44108805 3G4 12.8 255 4.95

44113705 4G4 13.9 317 4.95

44116405 5G4 15.2 378 4.95

44119805 7G4 15.7 489 4.95

44124005 10G4 202.9 694 4.95

44126305 12G4 21.6 805 4.95
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CERVIFLAM Z1C4Z1-K (AS) 0,6/1kV CPR
Screened power and control cables

Code NxS (mm2) Ø (mm) Weight (kg/km) R at 20°C (Ohm/Km)

44101705 1x6 8.6 136 3.3

44105905 2x6 13.9 261 3.3

44108905 3G6 14.7 345 3.3

44113805 4G6 16.1 435 3.3

44116505 5G6 17.6 525 3.3

44118605 6G6 18.3 617 3.3

44119905 7G6 18.3 680 3.3

44121705 8G6 21.6 837 3.3

10G6 24.5 976 3.3

12G6 25.3 1137 3.3

44106005 2x10 15.6 343 1.91

44109005 3G10 16.6 466 1.91

44113905 4G10 17.8 596 1.91

44116605 5G10 20.1 726 1.91

44120005 7G10 21.9 964 1.91

44101905 1x16 10.4 241 1.21

44106105 2x16 19.2 510 1.21

44109105 3G16 20.4 698 1.21

44114005 4G16 22.4 891 1.21

44116705 5G16 24.7 1090 1.21

44120105 7G16 27 1461 1.21

Legend

Code Cervi codification

NxS (mm2) Number of conductors x Section (mm2)

Ø (mm) Aprox. outer diameter (mm)

Weight (kg/km) Approximate cable weight (kg/km)

R at 20°C (Ohm/Km) Conductor resistance at 20ºC (Ohm/km)

Colour table

N° Conductors Insulation colour

2x Blue, Brown

3x Brown, Black, Grey

3G Blue, Brown, Yellow/Green

4x Blue, Brown, Black, Grey

4G Brown, Black, Grey, Yellow/Green

5G Blue, Brown, Black, Grey, Yellow/Green

> 5 (G) Black numbered + Yellow/Green

> 5 (x) Black numbered
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