
CERVIFLAM SOLAR TUV (H1Z2Z2-K) CPR
Solar cable

Construction
Conductor Flexible tinned copper wires

(Class V acc. to EN-60228)

Insulation Halogen free special copolymer

Outer sheath Halogen free special copolymer (UV resistant acc. to EN 50618)

Standard colour: 

Red (codes ended in 3)

Black (codes ended in en 0)

Technical characteristics
Operating voltage 1.0/1.0 kV AC - 1.5/1.5 kV DC

Maximum voltage: 1.8 kV DC

Test Voltage 6.5kV AC

Operating Tª (conductor) Service: -40°C +90°C

Maximum Tª (conductor): +120°C (during 20000 hrs)

Min. bending radius 5xD

Application
Flexible single core cable halogen free for photovoltaic systmes. The special sheath has qualities of resistance to high

temperature. Moreover the insulation has property of flame retardancy, ozone and UV resistance. The outer sheath can be

removed from the inner layer of extruded insulation. Cable suitable for applications in equipment with protective insulation

(Class II protection)

* CPR:

Cable suitable for installation under the requirements of CPR (Construction Product Regulation (EU) No. 305/2011) according

to the classification (Euroclass) specified in this document.

Standards / Properties
Approvals/Certifications TUV

CPR Classification (Euroclass) Eca

*NOTE: If necessary, check stock for higher categories, Dca or Cca.

Flame Retardant EN 60332-1-2

Standards EN 50618:2014

IEC 60228 - EN 50395 - EN 50396

EN 60332-1-2 - EN 61034-1:-2

EN 50525-1 - EN 60216-1;-2
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CERVIFLAM SOLAR TUV (H1Z2Z2-K) CPR
Solar cable

Constructive Data

y Code NxS (mm2) Ø exterior (mm) Weight (kg/km) Rt (Ohm/Km) I (A), 30°C

3690150y 2,5 5 8.21 41

3690160y 4 5.4 56 5.09 55

3690170y 6 6.2 74 3.39 70

3690180y 10 7.4 117 1.95 98

3690190y 16 8 173 1.24 132

3690200y 25 10.3 273 0.795 176

3690210y 35 11.8 368 0.565 218

3690220y 50 14.5 547 0.393 276

Legend

y Code y: Digit Colour

NxS (mm2) Number of conductors x Section (mm2)

Weight (kg/km) Approximate cable weight (kg/km)

Rt (Ohm/Km) Conductor resistance at 20ºC (Ohm/km)

I (A), 30°C Max. current capacity (A), air (Tª 30°C)

Colour code (y)

Code Colour

0 Black

3 Red

Page 2 of 2 Code: Realized: Approved:369
Family: 369

IT1F2
[616]
Cervi reserves the right to modify the document without prior notice.
The shown image is illustrative and may not necessarily be a faithful reproduction of the cable design.

Revision: 4
Date: 28/07/2017


