
CERVIFLAM Z1Z1-F (AS) 300/500V CPR
Electrical Control Cables

Construction

Conductor Flexible bare copper wires

Class V Acc. to UNE-EN 60228

Insulation Thermoplastic halogen free compound

Identification: HD 308 S2 (See attached table)

Assembly Insulated conductors laid up together

Outer sheath Thermoplastic halogen free compound

Colour: Green

Technical characteristics
Operating voltage 300/500 V

Test Voltage 2000 V

Operating Tª (conductor) Fixed installation: -15°C to +70°C

Short-circuit (Max. 5seg): +150°C

Min. bending radius Fixed installation: 

    3xD (Diameter <=12 mm)

    4xD (Diameter >12 mm)

Free movement: 

    5xD (Diameter <= 12 mm)

    6xD (Diameter >12 mm)

Application
Flexible instrumentation and control cable with halogen free outer sheath suitable for mobile uses (ordinary services without

load, not guided) in locations where a low level of smoke and corrosive gas emission in case of fire is required.

* CPR:

Cable suitable for installation under the requirements of CPR (Construction Product Regulation (EU) No. 305/2011) according

to the classification (Euroclass) specified in this document.

Standards
Ref. for construction/drawing Based on EN 50288-7

CPR Classification (Euroclass) Eca (According to UNE-EN 50575)

*IMPORTANT NOTE: This information (CPR classification) must be

confirmed in case of order against existing stock at that time.

Flame Retardant UNE-EN 60332-3 (IEC 60332-3)

Halogen free UNE-EN 60754-1 (IEC 60754-1)

Low corrosivity UNE-EN 60754-2 (IEC 60754-2)

(pH >= 4,3 ; conductivity =< 10µS/mm)

Low smoke emission UNE-EN 61034 (IEC 61034)
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CERVIFLAM Z1Z1-F (AS) 300/500V CPR
Electrical Control Cables

Constructive Data

Code NxS (mm2) Ø (mm) Weight (kg/km) R at 20°C (Ohm/Km) I max (A), 30°C

02304705 2x0,5 5.4 43 39 3

02307699 3x0,5 5.7 50 39 3

02307605 3G0,5 5.7 50 39 3

02312599 4x0,5 6.3 62 39 3

02312505 4G0,5 6.3 62 39 3

02317899 6x0,5 7.4 83 39 3

02317805 6G0,5 7.4 83 39 3

02321105 8G0,5 8 102 39 3

02323405 10G0,5 9.4 139 39 3

02325805 12G0,5 9.7 154 39 3

02328305 16G0,5 10.9 194 39 3

02330705 20G0,5 12 232 39 3

02333005 24G0,5 13.5 296 39 3

02334205 25G0,5 13.8 314 39 3

02305205 2x0,75 5.8 52 26 6

02308105 3G0,75 6.3 65 26 6

02313005 4G0,75 6.8 77 26 6

02316005 5G0,75 7.4 91 26 6

02305405 2x1 6.2 61 19.5 10

02305415 2x1 R100 6.2 61 19.5 10

02308305 3G1 6.7 76 19.5 10

02308315 3G1 R100 6.7 76 19.5 10

02313205 4G1 7.3 92 19.5 10

02313215 4G1 R100 7.3 92 19.5 10

02316105 5G1 8 110 19.5 10

02318005 6G1 8.7 127 19.5 10

02319505 7G1 8.7 141 19.5 10

02321305 8G1 9.3 157 19.5 10

02323605 10G1 11.1 215 19.5 10

02326005 12G1 11.5 241 19.5 10

02328505 16G1 12.9 305 19.5 10

02329705 18G1 13.5 333 19.5 10

02330005 19G1 13.5 347 19.5 10

02330905 20G1 14.2 366 19.5 10

02333205 24G1 16 466 19.5 10

02334405 25G1 16.4 496 19.5 10

02335605 26G1 16.4 509 19.5 10

02336805 30G1 17 543 19.5 10

02339205 37G1 18.4 649 19.5 10

02340705 41G1 20.8 790 19.5 10

02305505 2x1,5 6.9 79 13.3 16

02308405 3G1,5 7.3 96 13.3 16

02313305 4G1,5 8 118 13.3 16

02316205 5G1,5 8.9 144 13.3 16

Page 2 of 3 Code: Realized: Approved:023
Family: 023

IT1F2
[903]
Cervi reserves the right to modify the document without prior notice.
The shown image is illustrative and may not necessarily be a faithful reproduction of the cable design.

Revision: 5
Date: 27/04/2023



CERVIFLAM Z1Z1-F (AS) 300/500V CPR
Electrical Control Cables

Code NxS (mm2) Ø (mm) Weight (kg/km) R at 20°C (Ohm/Km) I max (A), 30°C

02305705 2x2,5 7.9 111 7.98 20

02308605 3G2,5 8.4 138 7.98 20

02313505 4G2,5 9.2 171 7.98 20

02316305 5G2,5 10.2 207 7.98 20

02305805 2x4 9 155 4.95 25

02308805 3G4 9.7 199 4.95 25

02313705 4G4 10.6 247 4.95 25

02316405 5G4 11.8 302 4.95 25

Legend

Code Cervi codification

NxS (mm2) Number of conductors x Section (mm2)

Ø (mm) Aprox. outer diameter (mm)

Weight (kg/km) Approximate cable weight (kg/km)

R at 20°C (Ohm/Km) Conductor resistance at 20ºC (Ohm/km)

Colour Table

N° Conductors Insulation colour

2x Blue, Brown

3G Blue, Brown, Yellow/green

3x Brown, Black, Grey

4x Blue, Brown, Black, Grey

4G Brown, Black, Grey, Yellow/Green

5G Brown, Black, Grey, Blue, Yellow/Green

> 5  (G) Black Numbered with Yellow/green

> 5  (x) Black Numbered
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